YED ALIKE

padlock is removed. XENOY LIGHTWEIGHT SAFETY LOCKOUT PADLOCKS
* Insuigted witn right red vinyi coating * Designed by Safety Directors specifically for OSHA lockout compliance.
* Heavy gouge stee reslsts prying. * Durable, lightwelght, non conductive Xenoy lock body.
* Two jow diometers avaiable 1o fit all applications. * Customize on - site with permanent wiite on labels.

* AVAILABLE IN 2 SIZES 17 and 1-1/2" Diameter Jaws * Complience with OSHA cne employee, one lock, one key directive.

* High securty, reserved for safety cylinder - up te 100,000 key changes.
* Key retaining - ensures that padiocks are not left unlocked,
SNAP ON HASP * AVAILABLE IN 44mm BLACK, YELLOW, RED, BLUE AND GREEN

* Features an easy 1o apply “snap on” DES'GNED FOR LOCKOUT/TAGOUT

advantage with its spring loaded

ocking am, -
* Fits more lockout points than NEW DIGN

altemative rivel hinge labeled hasps.
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* Ancdised aluminium and stainless 'y CIRCUIT BREAKER LOCKOUTS
nstruction fi mbin .
g;?;ggqie‘:;f;{cg;;% s"?:en(;c:ﬁ 2 i - Secure and simple mounting, glnos fight vith a
* Up 10 5 workers con apply thei simple thumb tum and clamging handle
personal safely locks. * Narrow profile permit side by side breaker

— _ leckout
(A " .
Code: LHS1 et * Powder coated steel allows ogeration in harsh
' enviconments

* Code: LC1B




